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仅适⽤于海拔2000m
以下地区安全使⽤。

仅适⽤于⾮热带⽓候
条件下安全使⽤。

深圳市双⽊三林电⼦有限公司
地址：深圳市宝安区福永街道和平骏丰⼯业园B6栋8楼
电话：+86-755-27444178
http://www.smsl-audio.com/

耳机接口

指示灯(开机时闪烁)

电源/音量旋钮

线路输入

前级输出
注电源接口
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sAp-12
输入接口：                                    RCA
输出接口：                                    RCA/6.35mm
THD+N:        耳机                 0.0009%
                RCA                  0.0003%
信噪比：                                        110dB
耳放输出功率：              32Ω  210mW
                                           64Ω  160mW
                             150Ω  93mW
                             300Ω  52.5mW
                                                          600Ω     28mW
输入电压：                                    DC5V
消耗功率：                                    1.5W
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最新设计的专利分立元件输出级电路,失真极低,整机失真
低至0.0003%,输出电流较以往更大;

使用特别订制的电源和优秀的电源电路;

使用超低失真的运放作信号放大;

使用顶级音频电容作耦合,并且经过严格筛选;

使用日本ALPS电位器作音量控制;

具备前级输出功能,可作为超低失真前级放大器使用!

使用松下继电器作信号开关!

深圳市双⽊三林电⼦有限公司

产品特点 接口介绍

技术参数
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Shenzhen Shuangmusanlin Electronics Co., Ltd.
Address: 8th Floor B6 Building JunFeng Industrial Park  ,
Fuyong town  BaoAn District Shenzhen  China, ,
Tel: +86-755-27444178
http://www.smsl-audio.com/

Safe use only in the non-
tropical climate conditions.

Safe use only under 
elevation 2000m.

sAp-12
Input:                                              RCA
Output:                                           RCA/6.35mm
THD+N:              Headphone       0.0009%
                              RCA                    0.0003%
SNR:                                                110dB
Headphones ampliÞer output power:
                             32Ω  210mW
                                                          64Ω  160mW
                                                          150Ω  93mW
                                                          300Ω  52.5mW
                                                          600Ω           28mW
Input voltage:                                DC5V
Power Consumption:                  1.5W
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Shenzhen ShuangMuSanLin Electronics Co., Ltd.

Parts NameFeatures

SpeciÞcation

New designed discrete output stage which is very low 
THD+N, about 0.0003%,and larger output current;

Use a custom made power supply and a good power supply 
circuit;

U s i n g u l t r a l o w d i s t o r t i o n a m p l i Þ e r f o r  s i g n a l 
ampliÞcation;

Using audio grade coupling capacitor;

Use the ALPS Japan potentiometer for volume control;

With the front output function, it can be used as the ultra 
low distortion pre stage ampliÞer!

Use the Panasonic relay as signal switch!

Headphone jack

Indicator light

(Blinks when startup)

Power switch/Volume knob

LINE IN

PRE OUT

POWER IN(DC5V)Note
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D E F
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注: 这里有2个电源接口

   1和2内部是直接连接的, 功能相同,2个接口的目的是让用

   户可以用一个适配器给SAP12和M8A两台设备供电,此

   时,"1"接输入,"2"接M8A, 并且这根连线在包装中可以找

   到!

Note: There is 2 ports for Power
        1 and 2 are directly connect together, when SAP-12   
        works with M8A can be use just one power adaptor, input 
        from 1, output from 2 for M8A, the cable for M8A you will 
        Þnd in the package.

听力专家建议不要持续大声播放，如果你感到耳朵不适，
请降低音量或停止使用。

警 告

Warning:
Hearing experts advise against continuous, loud and 
extended play. If you experience a ringing in your ears, 
reduce volume or discontinue use.
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